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Environmental
Monitoring Solutions

Air-conditioning failure, water ingress, electrical fires, physical security breaches, power
failures, etc. can all have catastrophic consequences for IT system and business continuity.

Jacarta’s range of Environmental Monitoring Devices are designed to provide straight-forward,
easy-to-use solutions to an often complex problem. Early warning mechanisms provided with
these devices include automated Voice alerts to landline/mobile telephones, SMS, email and
SNMP traps, ensuring you have the best possible chance of receiving alerts and taking
speedy remedial action.

Customers

Jacarta products are being successfully used worldwide. End-user customers include: BBC, Bloomberg,
BP, Next, lkea, Sainsbury’s, ASDA, BMW, Volkswagen, University of Oxford, IBM, Intel, etc., etc.

Support

Jacarta products have been designed for ease-of-use, but should technical support be required, this is
available via email or telephone, free-of-charge.

interSeptor rechiono

interSeptor is the ideal device for providing
temperature/humidity monitoring in single rooms
or individual racks. Supplied with a
temperature/humidity sensor as standard, the
interSeptor can be installed in minutes to start
providing additional protection for your IT
environments.
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KEY FEATURES

Temperature/Humidity sensor SNMP Traps
Additional optional Temperature/Humidity sensor available - Email Alerts
Optional alarm sensors — water leak, smoke, power, - Voice & Text Alerts (with Alert Centre facility)
security, dry contact (2 can be used per temp/humidity _ Extensive on-board history logging & graphing

probe) - - 2 Year Swap-Out Warranty
SNMP/Web Monitoring

interSeptor Pro

The interSeptor Pro can be used to monitor larger
data centres and multiple racks. Up to 24
Temperature/Humidity sensors can be monitored
from a single device with Voice, SMS, Email and
SNMP alerts all available.

KEY FEATURES

- 3 Versions available: 8, 16, 24-port - SNMP Traps
- Supplied with 8, 16 or 24 Temperature/Humidity sensors - Voice & Text Alerts (via Alert Centre)
- Provision to connect up to 48 Go-Probe sensors (water, - Extensive on-board logging and graphing
smoke, power, security, etc.) - Relay outputs for automated crisis management
- Web/SNMP/Telnet Monitoring - 2 Year Swap-Out Warranty
- Email Alerts

www.jacarta.com



Zonepod vz

ZonePod uses a landline and/or GSM connection
to enable voice and text alerts to be delivered even
in the event of a network failure or where a network
is not available.

The SNMP/Web adaptor option ensures alarm
status information can be monitored via the network
and email and SNMP alerts received if required.

KEY FEATURES

- Automated Voice & SMS Alerts via telephone system - On-board LCD for device configuration and alarm

(ie. Network independent) status information
- Landline & GSM/Landline models available - Web/SNMP option available for alarm status
- Monitors up to 6 sensors in any combination monitoring, SNMP traps, email alerts
- Temperature, humidity, water leak, smoke, power, - Relay output port to activate alarm beacon, etc.
security, dry contact sensors available - 1 Year Swap-Out Warranty

PowerFox8

PowerFox8 is designed for remote power
monitoring, power switching, environmental
monitoring and crisis management. Supporting
loads up to 15 amps, PowerFox8 can monitor and
log the current-draw of each connected device.
Connected loads can also be turned on/off remotely
via the network or modem to reduce site call-outs
and improve network availability.

KEY FEATURES

- Power & Environmental monitoring in a single device - SNMP Traps
- Real-time current monitoring of supported loads - Email Alerts

- Historical logging/graphing - Automatic detection & reboot of a connected

- Web/SNMP Monitoring ‘locked-up’ device

- Temperature/Humidity probe & door security sensor - Digital outputs for automated crisis management
as standard - Automatic off/on of connected devices during

- Optional alarm sensors also available environmental alarm events

- Remote power switching of connected loads - 2 Year Swap-Out Warranty
via modem/network

Alert Centre

Using an ethernet environmental monitoring system is a step-forward in terms of providing useful information
about in-room and in-rack conditions. But critical to the value of the system is its ability to deliver early-
warning alerts, and in particular, voice alerts, to key personnel 24/7.

The Jacarta Alert Centre works in conjunction with the interSeptor and interSeptor Pro environmental
monitoring devices to provide Voice, SMS and additional email alerts to up to 6 personnel.

KEY FEATURES

- Voice, SMS & Emails delivered to up to 6 personnel - Online event log history — track and alert from start to
- Escalation procedure to assist alarm management finish (eg. Who responded to an alarm and when)

- Online access/management of personnel contact - Annual subscription free for first year with interSeptor
details, etc. (UK only)

Jacarta Ltd. — An ISO9001 Registered Firm. All specifications may be subject to change without notice.

Jacarta Ltd., Wagon Yard, London Road, Marlborough, Wiltshire, SN8 1LH, United Kingdom
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